
 

 2000 - 01 

JACK STAND 

 

 

 

 

 

  TL2003-1 

 

 

            TL2003-4 

 

 JACK STAND 

 

 

 

 

 

 
           

 
T43002          T46002             T412002 

 

 

 

 

 

 

Code 2001 2002 

Model TL2003-1 TL2003-4 

Capacity 3 Ton 6 Ton 

Min. Height (mm) 285 395 

Max. Height (mm) 425 605 

Net Weight (kg) 5 9.7 

Code 2003 2004 2005 

Model T43002 T46002 T412002 

Capacity 3 Ton 6 Ton 12 Ton 

Min. Height (mm) 285 395 460 

Max. Height (mm) 425 605 720 

Net Weight (kg) 6.4 12.8 27.3 



 

 2000 - 02 

ENGINE LEVELER 

  

 

  

           
                TRF2750 

ENGINE SUPPORT 

 
 

 

 

 

TRE4007 

        

       
ENGINE STAND  

 

 

 

 

 

 

 

 

                             

Code 2020 

Model TRF2750 

Capacity 680 kg 

Net Weight (kg) 5.5 

Code 2022 

Model TRE4007 

Capacity 500 kg 

Adjusting Range (mm) 150 

Crossbeam Length (mm) 1500 

Net Weight (kg) 20.5 

Manual thread rod, double groove chain. 

Code 2026 2027 2028 

Model TL1110-3 TL1110-4 TL1110-5 

Capacity 1250 lbs 1500 lbs 2000 lbs 

Operating Height (mm) 850 870 840 

Net Weight (kg) 27 34 38 

TL1110-3 
TL1110-4 
 

TL1110-5 



 

 2000 - 03 

ENGINE CRANE (ECONOMIC) 
¶ Designed to raise, lower and transport automobile engines, transmissions, differentials and other heavy loads with 

minimal effort. 

 
 
 
 
 
 

 
        TL1001-2 

 
 

 
 

ENGINE CRANE (HEAVY DUTY) 
 
 
 
 
    

T32001               T32002 
 
 
   

     
          

 
 
 
 
 
 
 

 
 
 

 

Code 2029 

Model TL 1001-2 

Capacity 2 Ton 

Lifting Height (mm) 2380 

Net Weight (kg) 80 

Code 2030 2031 

Model T32001 T32002 

Capacity 2 Ton 2 Ton 

Lifting Height (mm) 380 ~ 2400 25 ~ 2382 

Measured Value in Working for Movement 

Length (mm) 2310 1800 

Width (mm) 1300 1040 

Height (mm) 1575 1568 

Net Weight (kg) 117 104 



 

 2000 - 04 

HYDRAULIC BOTTLE JACKS 
 
 
 
 
 
 
 
 
 
 
                                     TKM-3   TKM-5 

 
 
 
 
 
 
 
 
 

 
 

                                                                        TKM-15                                                                                   
             TKM-30 
                          TKM-10                                                                     TKM-20 

 

Code Model 
Capacity 

(Ton) 

Min. Height 

(mm) 

Lifting 

Height 

(mm) 

Adjusting 

Height 

(mm) 

Net Weight 

(kg) 

2050 TKM -3 3 194 118 60 3.6 

2051 TKM -5 5 216 127 70 4.8 

2052 TKM -10 10 230 150 80 6.8 

2053 TKM -15 15 230 150 80 8.9 

2054 TKM -20 20 242 150 60 11.5 

2055 TKM -30 30 285 180 --- 21.0 



 

 2000 - 05 

AIR / MANUAL BOTTLE JACK 
Intended use: 

Features: 

 
 
 
  

 
 
 
 
                       AJ220 / AJ300 

 
 
 
 
                              
 
 

 
                                                                         
 
 

QYL35D-A         QYL50D-A 

 
 
 
 
 
 
 
 
 

¶ Designed for fast lifting and convenient servicing of vehicles. 

¶ Reasonable structure, easy operation, safe and reliable use. 

¶ Operates manually or with air. 

¶ Safety overload system prevents jack from being used beyond its rated capacity. 

¶ Small dimension, large carrying capacity, high pressure resistance performance. 

 

Code 2075 2076 

Model AJ220 AJ300 

Capacity 22 Ton 30 Ton 

Hose Length 5ô 5ô 

Handle Length 630 mm 630 mm 

Code 
A 

(mm) 
B 

(mm) 
D 

(mm) 
F 

(mm) 
H 

(mm) 
J 

(mm) 

2075 240.5 369.5 129 56 114 205 

2076 279 441 162 65 140 235 

Code 
A 

(mm) 

B 

(mm) 

C 

(mm) 

D 

(mm) 

E 

(mm) 

F 

(mm) 

G 

(mm) 

H 

(mm) 

I 

(mm) 

2076 274 - 418 225 130 223 130 Ø 26.2 200 55 230 

2077 294 - 438 275 145 223 130 Ø 26.2 210 62 274 

Code Model Capacity Lifting (mm) 

2077 QYL35D-A 35 Ton 274 - 418 

2078 QYL50D-A 50 Ton 294 - 438 



 

 2000 - 06 

SERVICE JACK 
Intended use:  

¶ Lift tool for repairing and maintaining vehicle car and so on. 

 
                   
                                                   

 
 

         
      T82000S      T82251   T83001         T83502 

 

 
                                                                                                  

 
 
 
 
 
 

 
 
LOW PROFILE SERVICE JACK 
 
 
 
 
 
 
   T830018 

         
     

 
 

 
 
 
 

Code Model Capacity 
Min. Height 

(mm) 

Max. Height 

(mm) 

Net Weight 

(kg) 

2100 T82000S 2 Ton 130 345 9 

2101 T82251 2 ¼ Ton 130 490 34 

2102 T83001 3 Ton 145 520 39 

2103 T83502 3 ½ Ton 145 500 38 

Code Model Capacity 
Min. Height 

(mm) 

Max. Height 

(mm) 

Net Weight 

(kg) 

2104 T830018 3 Ton 89 457 34.8 



 

 2000 - 07 

LOW PROFILE SERVICE JACK (DOUBLE PUMP) 
Intended use: 

¶ Lift tool for repairing and maintaining 

vehicle car and so on. 

Features: 
¶ When unload and light loading, lift speed 

faster than usual loading assembling 

overload protecting instrument for safety 
and convenient servicing. 

¶ Min. Height to 85 mm suitable for lifting 

low profile work piece. 

        

 

 
 
 
 
LONG SERVICE JACK 
 

 
 
 
 
 
 
 
 

 
 
  
 

    

 
 

 
 
 
 

 

Code Model Capacity 
Min. Height 

(mm) 

Max. Height 

(mm) 

Net Weight 

(kg) 

2105 KSD3 3 Ton 95 490 47.5 

Code Model Capacity 
Min. Height 

(mm) 

Max. Height 

(mm) 

Net Weight 

(kg) 

2106 TR8056A 5 Ton 150 560 95 

2107 TR8106A 10 Ton 160 560 145 

KSD3 



 

 2000 - 08 

AIR OPERATED SERVICE JACK 
Intended use: 

 

Features: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

               QYQ 35 
                              

                               
         QYQ 50           

                                                                   AJB 500 
 

 
                                                                                     
 
 

  
 

 
 
 

 
 

 

¶ Ideal for lifting and servicing of heavy truck and heavy construction equipment. 

¶ Use compressed air as its air source, air pump pushes the high pressure oil into oil cylinder, lift the piston rod 

and add the carrying strength. 

¶ Extension screw height can be adjusted a little if necessary. Different adapters widen the adjusted range. 

¶ Safety overload system prevents jack from being used beyond its rated capacity. 

¶ Rubber wheel and handle grip for easy transportation, positioning and high stability. 

Code 
A 

(mm) 
B 

(mm) 
C 

(mm) 
D 

(mm) 
E 

(mm) 
F 

(mm) 
G 

(mm) 
H 

(mm) 
I 

(mm) 
J 

(mm) 
K 

(mm) 
L 

(mm) 

2125 250 130 380 400 525 54 46 1255 325 220 595 176 

2126 290 150 440 460 600 62 52 1255 370 220 625 220 

2129 266 396 - 130 - - 490 1155 - - - - 

Code Model Capacity 
Working Range 

(mm) 

Net Weight 

(kg) 

2125 QYQ35 35 Ton 250 - 525 58.5 

2126 QYQ50 50 Ton 290 - 600 72 

2129 AJB500 50 Ton 266 - 396 51 


